 Technical Specification 
	MODEL 
	 640DS
	3000CL

	Overlock
	●
	●

	Cover Stitch
	
	●

	Overlock Needle
	2
	2

	Thread
	3/4
	2/3/4/5

	Chain Stitch Needle
	
	1

	Auto tension
	
	

	Manual dial
	
	●

	Bulit in Narrow Rolles Hem
	●
	●

	Auto Lower/Chain Looper Threader
	●
	

	Differential Feed
	●
	

	Built-in Narrow Rolled Hem
	●
	

	Max. speed
	Up to 1300 s.p.m
	Up to 1300 s.p.m

	Machine Voltage
	100v/50~60Hz
	100v/50~60Hz

	Machine dimensions
	292x295x290(mm)
	360x290x300(mm)

	Max. Stitch length 
	1-4mm
	1-4mm

	Stitch Width 
	5-7 mm
	5-7 mm

	Differential feed 
	0.8-2.0 mm
	0.8-2.0 mm

	Presser foot height
	Max. 6mm
	Max. 6mm


Optional feet

[image: image1.jpg]Accessories:

Optional feet
5 a. Beading /Sequin Foot
S Serging beads, pearls, sequins and piping Is a snap with this beading foot
f b. Cording Foot
Easily Serge decorative cording tape between two layers of fabric In one operation.
¢. Taping Foot
3 ", Serging on tapes. On Stretch materials (knitwear) the seam are prevented from stretching when a tape Is sewn on.
3 d. Elastic Foot
35 serging on elastic tape with a uniform stretch.
git e. Blind hem /Lace Foot
- Designed specifically for stitching a tumed hem.
Y Achieve an expert look with this lace sewing foot.
f. Shirring Foot
P : Easlly make and attach shirrs In one step to garments, plliows, and other home decorative ftems with this shirring foot.
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